Ductile Iron Wafer Butterfly Valve - PN 16

Wafer or Lugged type
Manufactured to BS 5155
Flanges to BS, DIN, ANSI
Mounting Pad Flange to 1SO5211
Working Pressure: PN16

LUG TYPE WAFER TYPE
Series 200L Series 200W
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ROUND WITH KEY DIAGONAL SQUARE HEAD DOUBLE D HEAD
2 3x16 77 50 47 35 3 1205 4-19 5/8” 125 4-18 M16 25 38
2% 65 175 89 44.7 64.5 32 12.6 9 10 3x16 77 50 47 35 3 139 4-19 5/8" 145 4-18 M16 32 4.2
3 80 181 95 452 788 32 12.6 9 10 3x16 77 50 47 35 & 1525 419 5/8” 160 4/8-18 M16 38 4.7
4 100 200 114 521 104 32 15.77 11 12 5x19 90 70 49 55 3 1905 8-19 3/a” 180 8-18 M16 49 9.0
5 125 213 127 54.4 1233 32 18.92 14 14 5x19 90 70 49 55 3 216 8-22 3/a” 210 8-18 M16 7 109
6 150 226 139 55.8 1556 32 18.92 14 14 5x19 90 70 49 55 3 2415 8-22 3/4" 240 8-23 M20 78 14.2
8 200 260 175 60.6 2025 45 221 17 17 5x19 125 102 4-12 70 35 2985 8-22 3/a” 295 8/12-23 M20 13.2 18.2
10 250 292 203 65.6 2505 a5 28.45 22 22 8x28 125 102 4-12 70 35 362 1225 7/8" 350/ 12- M20/ 19.2 268
355 23/27 M24
12 300 337 242 76.9 3016 a5 316 22 24 8x28 140 102 4-12 70 35 342 1225 7/8" 400/ 12- M20/ 325 40
410 23/27 M24

1 Body Cast Iron, Ductile Iron, Carbo Steel, Stainless Steel

2 Seat NBR, EPDM, PTFE, Viton, Neoprene, Hypalon, Silicon

3 Lower Shaft Stainless Steel 416, 316

4 Disc Ductile Iron + Ni (Nylon/Epoxy), CF8, CF8 + PTFE(PFA)
CF8M, CF8M +PTFE (PFA), Bronze

5 Upper Shaft Stainless Steel 416, 316

6 Locating Pin Carbon Steel

7 Bushing PTFE

8 O Ring NBR, EPDM
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